§419.47

(e) Effluent Limitations for Runoff.
[Reserved]

[47 FR 46446, Oct. 18, 1982, as amended at 50
FR 28523, 28528, July 12, 1985; 50 FR 32414,
Aug. 12, 1985]

§419.47 Pretreatment
new sources (PSNS).

Except as provided in 40 CFR 403.7,
any new source subject to this subpart
which introduces pollutants into a pub-
licly owned treatment works must
comply with 40 CFR part 403 and
achieve the following pretreatment
standards for new sources (PSNS).

(a) The following standards apply to
the total refinery flow contribution to
the POTW:

standards for

Pretreatment
standards for new
sources, max-
imum for any 1

Pollutant or pollutant property

day
Milligrams per
liter (mg/1)
Oil and grease 100
Ammonia (as N) 1100

1Where the discharge to the POTW consists solely of sour
waters, the owner or operator has the option of complying
with this limit or the daily maximum mass limitation for ammo-
nia set forth in §419.46 (a) and (b).

(b) The following standard is applied
to the cooling tower discharge part of
the total refinery flow to the POTW by
multiplying: (1) The standard; (2) by
the total refinery flow to the POTW,;
and (3) by the ratio of the cooling
tower discharge flow to the total refin-
ery flow.

Pretreatment
standards for new
sources, max-
imum for any 1
day

Pollutant or pollutant property

Milligrams per
liter (mg/1)

Total chromium 1
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whether or not the facility includes
any process in addition to topping,
cracking, lube oil manufacturing proc-
esses, and petrochemical operations.

§419.51 Specialized definitions.

The general definitions, abbrevia-
tions, and methods of analysis set forth
in part 401 of this chapter and the spe-
cialized definitions set forth in §419.31
shall apply to this subpart.

§419.52 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

(a) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

BPT Effluent Limitations

Average of
daily values
for 30 con-
secutive days
shall not ex-
ceed

Pollutant or pollutant property Maximum for

any 1 day

Metric units (kilograms per
1,000 m? of feedstock)

BODS5 54.4 28.9
TSS . 37.3 237
COD! 388.0 198.0
Oil and grease 17.1 9.1
Phenolic compounds 0.40 0.192
Ammonia as N ... 23.4 10.6
Sulfide ............. 0.35 0.158
Total Chromium .. 0.82 0.48
Hexavalent chromium .. 0.068 0.032
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English units (pounds per
1,000 bbl of feedstock)

Subpart E—Integrated
Subcategory

§419.50 Applicability; description of
the integrated subcategory.

The provisions of this subpart are ap-
plicable to all discharges resulting
from any facility that produces petro-
leum products by the use of topping,
cracking, lube oil manufacturing proc-
esses, and petrochemical operations,

19.2 10.2
13.2 8.4
136.0 70.0
Oil and grease ... 6.0 3.2
Phenolic compounds 0.14 0.068
Ammonia as N ... 8.3 3.8
Sulfide ............. 0.124 0.056
Total chromium ... 0.29 0.17
Hexavalent chromium .. 0.025 0.011
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1See footnote following table in §419.13(d).
2Within the range 6.0 to 9.0.

(b) The limits set forth in paragraph
(a) of this section are to be multiplied
by the following factors to calculate
the maximum for any one day and
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